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DETAIL D 
SCALE 1 : 2

CONNECTION PIPE 
4mm O.D. (2.5 I.D.)

FOR TAPS GAS INLET:
NITROGEN OR ARGON
(N2 or Ar)MPa 0.4 (4Bar)

CONNECTION PIPE 4mm O.D. (2.5 I.D.)
FOR PISTONS GAS INLET:
NITROGEN OR ARGON OR AIR
(N2  or  AR  or  AIR) MPa 0.4  (4Bar)

DETAIL E 
SCALE 1 : 3
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NOTE

-DIMENSION  mm [inches]

ENOLINE ELITE 2.5 2+2/r

SIZE

HEIGHT (MIN -MAX) 670-675 mm   [26.37-26.58]

DEPTH 352 mm  [13.77]

WIDTH 531 mm  [20.91]

WEIGHT (Kg) 43 Kg

FINISH MATERIALS STAINLESS STEEL AISI 304 - PAINTED STEEL

ELETRICAL
FEATURES

AVIAILABLE MODELS

VOLTAGE (V) 100 115 110-127 200-220 220-240

FREQUENCY (Hz) 50-60 60 60 50-60 50

POWER (W) 115 115 115 115 115

FUSES 2X8Amp@125V 2X8Amp@V125 2X8Amp@125V 2X8Amp@250V 2X8Amp@250V

COMPRESSOR
SPECIFICATIONS

REFRIGERATION GAS R-134A

TEMPERATURE CONTROL ELECTRONIC CONTROLLER

DEFROST METHOD AUTOMATIC VIA ELECTRONIC CONTROLLER
METHOD FOR 

TEMPERATURES 
DISPLAYING

DIGITAL

PRESSURE GAS FOR TAPS (ARGON OR 
NITROGEN) MPa 0.4 (4 Bar)
PRESSURE GAS FOR PISTONS (ARGON OR 
NITROGEN OR AIR) MPa 0.4 (4 Bar)

ACCEPTED 
BOTTLES

HEIGHT 280÷360mm    [11.024÷14.173]

 MAX 102mm     [4.016]

REV. DESCRIPTION DATE EXECUTOR CHK'D APPV'D

D

E

F

C

1 2 3 4

B

A

321 5

C

D

4 6 7 8

A

B

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
ENOMATIC.  ANY REPRODUCTION IN
PART OR AS A WHOLE WITHOUT THE
WRITTEN PERMISSION OF ENOMATIC
 IS PROHIBITED.

FINISH: THICKNESS:

MATERIAL: WEIGHT Kg:CODE:

Enoline Elite 2.5 2+2/r

147H.......

LANGUAGE: ENGLISH

EC245-YM000// A3

SHEET 3 OF 6SCALE:1:10

DWG NO.

TITLE:

QUOTE SENZA INDICAZIONI DI TOLLERANZA SECONDO UNI EN 22768 - mH 
DIMENSIONS WITHOUT TOLERANCE FIGURES, ACCORDING TO UNI EN 22768 - mH  STANDARD



9,
84

25
0

FO
R 

A
IR

 P
A

SS
A

G
E

A
N

D
 T

O
 R

EM
O

V
E

TH
E 

TO
P 

C
O

V
ER

 
3,93
100   

3,93
100  

[3
9.

37
 - 

35
.4

3]
10

00
 - 

90
0m

m
M

IN
.R

EQ
UI

RE
D

 
D

IS
TA

N
C

E 
FR

O
M

 
TH

E 
FL

O
O

R 
LE

V
EL 

28,74
730  

 
36

,2
1

92
0

 

 

RIGHT SIDE FRONT VIEW

 
  

 
  

   
 

  
 

 
 

    
     

 
 
 

 

 
 

 

 

  

 

 

    

 
  

 

  
 
 
 
 

  

 
 
 
 

 

 

 

 

 
 

 

 
 
 

 
  

 
13,80
350  

1000
SUGGESTED
TO USE AND
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HOT AIR FLOW
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GAS TUBE PASSAGE

 

 

 

 

 

 

 
 

   

 

   
   

 
  
  

 
   ENVIRONMENT AIR FLOW

PROVIDE 
ELECTRICAL SOCKET
AND LAN CONNECTION

  -IMPORTANT-
DON'T OBSTRUCT 

THE GAP

-IMPORTANT -
PLACE THE BACK OF 

THE DISPENSER 
AGAINST THE WALL 

TO SEPARATE THE HOT 
AND ENVIROMENT 

AIR FLOW

1 -INSTALLATION EXAMPLE- 
POSITIONING IN FORESEEN BOX
(DIMENSION IN mm [inches] ,REFER 
TO MINIMAL REQUIRED CLEARANCE 
FOR PROPER PERFORMANCES)
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ATTENTION PANEL PARTITION NEEDED TO 
SEPARATE THE FLOW OF THE TWO DISPENSERS

   KEEP CLEAR FOR
 THE AIR EXCHANGE

PROVIDE 
ELECTRICAL SOCKET
AND LAN CONNECTION

PROVIDE HOLE FOR
 GAS TUBE PASSAGE

FRONT VIEWRIGHT SIDE

   -IMPORTANT-
DO NOT OBSTRUCT

THE AIR FLOW

TOP VIEW
2 -INSTALLATION  EXAMPLE-BUILT IN INSTALLATION EXAMPLE
(DIMENSION IN mm [inches],REFER TO  MINIMAL REQUIRED CLEARANCE 
FOR PROPER PERFORMANCES)
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MAGNETIC READER

ENOLINE ELITE 2.5 2+2/r CUSTOM CONFIGURATION
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