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STRAP RUBBER TO
FIX GAS CYLINDER

DETTAIL E
SCALAE 1 : 2

MAIN SWITCH

POWER CABLE CONNECTION

CONNECTION PIPE 4mm O.D. ( 2.5 I.D.)
FOR TAPS GAS INLET:
NITROGEN OR ARGON
(N2 OR Ar) MPa 0.4 ÷ 0.6 (4 ÷ 6 Bar)

BOTTOM VIEW

RIGHT 
SIDE

FRONT 
VIEW

LEFT SIDE REAR VIEW

TOP
VIEW

NOTE
- ALL DIMENSIONS IN mm [inches]
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REVERSE THE DROP TRAY
FOR GLASS POSITIONING 
(PICTURE REFERS TO REVERSE POSITION)
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2 METERS OF PIPE
4mm O.D. ( 2.5 I.D.)

INCLUDED

SILICON BOTTLES 
PIPES WITH FILTER
(3 PIECES) 
INCLUDED

NOTE
- ALL DIMENSIONS IN mm [inches]

REV. DESCRIPTION DATE EXECUTOR CHK'D APPV'D

ENOONE

SIZE

HEIGHT (MIN -MAX) 597 mm   [23.49]

DEPTH 351 mm  [13.83]

WIDTH 276 mm  [10.88]

WEIGHT (Kg) 12 Kg

FINISH MATERIALS STAINLESS STEEL 304 - GLASS- BLACK POLYCARBONATE

ELETRICAL
FEATURES

AVAILABLE MODELS

VOLTAGE (V) 100 115 110-127 200-220 220-240

FREQUENCY (Hz) 50-60 60 60 50-60 50

POWER (W) 70 70 70 70 70

THERMOELECTIC 
MODULE

COOLING POWER 2  W

ELECTRIC POWER 45 W

NOMINAL CURRENT 1  Am

INITIAL CURRENT 2  Am

VOLTAGE 2  V DC

TEMPERATURE CONTROL ELECTRONIC CONTROLLER

DEFROST METHOD AUTOMATIC VIA ELECTRONIC CONTROLLER
 TEMPERATURE 

DISPLA ING METHOD DIGITAL
PRESSURE GAS INLET FOR TAPS (ARGON OR 
NITROGEN) MPa 0.4 ÷ 0.6 (4 ÷ 6 Bar)

ACCEPTED 
BOTTLES

HEIGHT 275÷330mm    [11.024÷14.173]

 MAX LEFT BOTTLE 110 mm  [4.33] 
RIGHT BOTTLE 90mm     [3.54]
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CUT PIPE WHITH ENOMATIC TOOLS

 

6449

6459
CODE TO ORDER N°1 
HIGH PRESSURE REGULATOR 5/8" - 18UNF
for disposable drilling tanks 

CODE TO ORDER
DISPOSABLE ARGON CANISTER BOX 5/8-18UNF
Argon E938 : 26grammi (1 Box of 2Bottle)

6448

6458

CODE TO ORDER
DISPOSABLE COMPRESSED
ARGON M11x1 0,95Lt 
UN 1006 , 2.2 (E) NR. 1 CANISTER  

CODE TO ORDER N°1 
HIGH PRESSURE 
REGULATOR M11x1
for disposable tanks
with needle valve 

6457
CODE TO ORDER N°1
HIGH PRESSURE 
REGULATOR M10X1
for disposable tanks 
with needle valve

6455
CODE TO ORDER
DISPOSABLE COMPRESSED
ARGON M11x1 0,95Lt 
UN 1006 , 2.2 (E) NR.12 CANISTERS  

PRIMARY ACCESSORIES NOT INCLUDED

REV. DESCRIPTION DATE EXECUTOR CHK'D APPV'D

Num. 
articolo Num. parte Numero Descrizione BOMBOLA 

0.95L/QUANTITA' Materiale

1 6448 6448

BOMBOLA ARGON 0.95Lx1 
UN 1006 ARGON 

COMPRESSO, 2.2 (E) - NR. 1 
BOMBOLA DISPOSABLE 
COMPRESSEDARGON 

M11x1 0,95Lt UN 1006 , 2.2 
(E) NR. 1 CANISTER

1 /

2 6458 6458

REGOLATORE DI ALTA 
PRESSIONE M11x1 per 
bombole usa e getta 
valvola a spillo HIGH 

PRESSURE REGULATOR 
M11x1 for disposable tanks 

with needle valve

1 /

Num. 
articolo Num. parte Numero Descrizione BOMBOLA  

98ml/QUANTITA' Materiale

1 6459 6459

REGOLATORE DI ALTA 
PRESSIONE 5/8"-18UNF per 

bombole usa e getta a 
perforazione HIGH 

PRESSURE REGULATOR 5/8" - 
18UNF for disposable drilling 

tanks

1 /

2 6449 6449
DISPOSABLE ARGON 

CANISTER 5/8-18UNF Argon 
E938 : 26grammi (1 Box of 

2Bottle)
1 /

Num. 
articolo Num. parte Numero Descrizione REGOLATORE MINI 

M10X1/QUANTITA' Materiale

1 6457 6457

REGOLATORE DI ALTA 
PRESSIONE M10x1 per 
bombole usa e getta 
valvola a spillo HIGH 

PRESSURE REGULATOR 
M10x1 for disposable tanks 

with needle valve
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CODE TO ORDER TWO ADDITIONAL SIDES 
NEEDED TO COMPLETE A DISPENSER OR A 
MULTI ISTALLATION
(COMPLETE THE CODE AFTER THE LETTER
 "X" TO ORDER THE DESIRED COLOUR)

6463X _ _ _ _

NOTE
- ALL DIMENSIONS IN mm [inches]

CODE TO ORDER THE KIT FIXING 
ENOONE (FOR 2 DISPENSERS) 

REMOVE THIS SCREW

REMOVE THESE TWO SCREWS

REMOVE AL RUBBER PLUGS
FROM SIDES TO ASSEMBLE

REMOVE THE COVER

REMOVE

OPTIONAL ACCESSORIES NOT INCLUDED

6460
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PROVIDE
ELECTRICAL
 SOCKET CAUTION

AIR INLET
FROM THE GRILL
DON'T OBSTRUCT IT
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39,37
1000

SUGGESTED 
TO USE E

TO PULL OUT
THE DISPENSER

    
 

      
 

 

     

 
  

  

 
 
 

   
 

 

 

 

 
 

 

 

 

 

 

 

 
 

ENVIRONMENTAL
FLOW AIR

HOT AIR FLOW

AIR 
OUTFLOW
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OPENED DOOR
ENCUMBRANCE

PROVIDE HOLE FOR
GAS TUBE PASSAGE

IMPORTANT
 DON'T 

OBSTRUCT THE 
GAP

1 - EXAMPLE OF INSTALLATION - 
POSITIONING IN FORESEEN BOX
(DIMENSION IN mm (inches) 
REFER TO MINIMAL REQUIRED
CLEARANCE FOR PROPER 
PERFORMANCES)

NOTE
- ALL DIMENSIONS IN mm [inches]
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EXAMPLE OF GRIDS FOR 
AIR OUTLET SECTION 
PASSAGE OF AIR FOR 
EACH DISPENSER BIGGER  
OF 40500 mm² [62,82 in²]
MULTIPLY THE VALUE FOR 
EACH DISPENSER

5,91
150  

MINIMUM
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HOT AIR FLOW

AIR 
OUTFLOW

 
CAUTION
AIR INLET
FROM THE GRILL
DON'T OBSTRUCT IT

PROVIDE
ELECTRICAL
 SOCKET

 
10,63
270   

11,02
280   

11,02
280  

[5,91] X [10,63]    
150 X 270 
[62,82 in²]

40500 mm²
MINIMUM SECTION 

OF AIR PASSAGE
 FOR EACH DISPENSER

 
3,

91 99
 

 
2 51

 

SECTION I-I

PROVIDE HOLE FOR
GAS TUBE PASSAGE

NOTE
- ALL DIMENSIONS IN mm [inches]

-IMPORTANT-
DO NOT OBSTRUCT

THE AIR FLOW

2 - EXAMPLE OF  INSTALLATION - 
BUILT-IN POSITIONING
(DIMENSION IN mm (inches) REFER TO
MINIMAL REQUIRED CLEARANCE FOR 
PROPER PERFORMANCES)

ENVIRONMENTAL
FLOW AIR
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